
Gulliver
Platform-lift

Vertical Lifting System
with Shaft

The Minilift* Gulliver is the result of years 
of technical research and development 
with special attention paid to customer 
needs regarding safety and comfort.
The Minilift Gulliver can be perfectly 
adapted to a wide variety of public and 
residential buildings.

The Minilift* Gulliver consists of a shaft 
constructed with glass panels and a 
powder-coated aluminium structure, 
enabling installation without the need of 
a masonry shaft.

The quality of the materials used, the 
attention to detail and the various 
accessories available make the 
Minilift* Gulliver a perfect match to its 
surrounding environment. The Minilift* 
Gulliver requires very little space and 
no particular architectural changes (pit, 
header and machine room).

The Minilift* Gulliver complies to the 
relevant European directives (D.M. 
236/89, Machine Directive 98/37/CE-ex 
89/392/CEE). It is certifi ed to , IMQ 
and TÜV.



Control Panel and Cabin

Floor Covering
The above colours for the control panel, cabin and fl oor covering 
are simply an indication. For the exact colour tone, please refer to
our samples.
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Options:

* Trade name of “Platform-lift”.

All information in this leafl et is correct at the time of printing, but our policy 
is one of continuous product development. We reserve the right to change 
specifi cation without notice.

Stops max n° 5

Capacity with control panel 300 Kg
 with cabin (without doors ) 250 Kg 

Maximum Travel 12,60 m

Minimum Pit Dept 140 mm

Maximum Speed 15 cm/s

Maximum Power 1,5 kW

Power Supply 230 Volt 50Hz

Norm Compliance  98/37/CE

Certifi cates , TÜV, IMQ

Technical Specifi cations

Ceteco Srl 
A ThyssenKrupp Elevator Company
Via S. Cannizzaro, 2 · 56121 PISA - ITALY
Tel. +39 050.955111 - Telefax +39 050.982255
www.ceteco.it - info@ceteco.it 

Dimensions

> Roof above control panel

> Full cabin with solid panels, safety
 glass or mirrored walls

> Access ramp (fl oor-mount installation)

> Housing for electrical cabinet and
 hydraulic pump assembly

> Different platform sizes

> Choice of colours for door, panels
 and shaft

> Enclosure fi nishes in safety glass
 or solid panels

Width “L” minimum 730 mm
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